
SL Series SL30D        THE MULTIONE ADVANTAGE

Machine Weight/Size
   Operating weight: 2,156 lb. / 980 kg.
   Width: 46 in. / 1,200 mm.
   Length: 96 in. / 2,445 mm.
   Tire size: 26x12.00-12

Auxiliary Hydraulic Pump Standard Features
   Pressure outlet: 3,000 psi. / 210 bar 4WD hydrostatic transmission
   Hydraulic outlet: 5.8+ 5.8 gpm / 22+22(28+28)lt/min. Forward/reverse foot pedals
   Oil tank capacity: 11 gal. Articulated steering

Parking brake
Loading Capacity Battery, 12 volt w/ safety key release  volt - w/ safety key release
   Useful lifting load: 1,686 lbs. / 800 kg. Bucket controls, pilot hydraulic
   Max. load capacity: 1,798 lbs. / 856 kg. Gauges - fuel level on tank

             - hour meter
Engine Ignition switch key
  Type: YANMAR Diesel Seat, adjustable with arm rest
  Displacement:        73.2/3 cu.in./cyl / 1,200 cc.   and seat belt
  Power (KW/HP):    22,4 / 30 Quick attach plate - universal mini
  Revolutions: 3,000 rpm Quick connect - auxilary fittings
  Motor Fuel Capacity: 4.23 gal. ROPS

Tires, traction - 26x12.00-12
Operating Specifications Throttle, hand operated
  Tipping load/rated cap. (lb.) 1,760 / 880 Headlight, one
  Transmission/auxiliary circuit Independent Options
  Transmission   4WD hyd. Self-leveling bucket
  Travel speed, max:                 10 mph / 16 kmh Winter cab with heater

Rear quick connect auxilary fittings
Back-up alarm
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